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Abstract
This work is devoted to the use of double scale asymptotic expansions and
the posterior use of numerical tools in order to get the coeﬃcients for an homoge-
neous macroscopic model starting from heterogeneous microscopic description.
The particular problem of this project is a cracked poroelastic medium, that is a
Biot-type problem both in the grains and in the cracks. In order to solve the ex-
panded problem resulting from the double scale asymptotic expansions a ﬁnite
element code is used. Numerical simulations allow one to obtain the homoge-
nized coeﬃcients for a macroscale description. These results are not isotropic
despite having isotropic microscale coeﬃcients due to the crack geometry and
orientation. In a second part of the project damage is introduced in the cracks.
Damage depends on the crack's opening, this makes the problem nonlinear and
makes necessary the use of appropriate numerical tools to ﬁnd the solution. The
commercial ﬁnite element code used in the ﬁrst part can not reproduce the dam-
age problem, therefore a Matlab code is developed. This code consists of a FEM
implementation in the porous part, with the appropriate linking conditions for
the cracks to create the macrograin in the REV. In order to ﬁnd the solution
for the diﬀerent nonlinearities of the problem iterative procedures such as the
secant method are introduced. The resulting model is able to reproduce any
time-history of strain, and an evolution of the homogenized coeﬃcients can be
obtained from this time-history, unlike in the linear case, bifurcation phenomena
can be observed for the damage problem.
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The micro-structure of a material can sometimes be crucial for a macroscopic
problem and its inﬂuence should be studied. A characteristic example would be
the study of the inﬂuence of a ﬁssure/crack network on the mechanical and ﬂow
properties of a rock mass. The two main approaches that can be followed are
continuum mechanics and discrete mechanics. This thesis refers to the deter-
mination of the overall poroelastic properties of saturated, cracked, deformable
porous medium in the framework of small strains, following a continuum me-
chanics approach.
The method used for the determination of these overall poroelastic proper-
ties is numerical, more speciﬁcally the ﬁnite element method. Because the result
of the double scale asymptotic expansions are two uncoupled boundary value
problems (one purely mechanic and another purely hydraulic) it is possible to
solve independently both problems in order to get the homogenized coeﬃcients
for the elasticity, Biot and permeability problems. Due to the linearity of this
problem any unitary macroscale strain value can be applied to the diﬀerent de-
grees of freedom in order to obtain the coeﬃcients.
In the second part of this project damage is introduced in the cracks. Dam-
age depends on the opening of the cracks, it is shown that it makes the problem
nonlinear. To deﬁne the damage, a dimensionless parameter is introduced. This
parameter deﬁnes the degradation of the cracks from 0 to 1, 0 means no opening
and no degradation of the elastic or hydraulic properties, 1 means no contact
between the crack lips, and consequently total degradation of the elastic and
hydraulic properties. A constitutive law relates the damage parameter and the
degradation of the mentioned coeﬃcients. In order to solve this problem numeri-
cally, the macroscale strain must be applied using a stepping (iterative method)
due to the uncertainty on the damage evolution (is not known whether the
crack is opening or not before the calculation of each step) and each step must
be solved using again some iterative method due to the nonlinearity coming





1.1 Description of the crack problem
Cracks are considered as thin layers of a porous medium which has high per-
meability and very low stiﬀness with respect to the main porous medium. The
idea is to represent cracks as a one-dimensional medium with a form of pillars
(Figure 1.1).
1.2 Governing Equations
The porous matrix is considered as a poroelastic material. The deformation and
ﬂow in it are governed by Biot's equations of poroelasticity. The problem on
each REV1 of the body is described by the following governing equations2:
1.2.1 For the porous part:
• Linear Momentum Balance (LMB)
div(σ) = 0 (1.1)
• Biot Constitutive Equation
σ = C@(−→u )− pα (1.2)
• Variation of Porosity
δη = (γ − η0I) : (−→u ) + βp (1.3)
• Fluid Volume Balance
div(η0(
−→v pf − −˙→u )) + δη˙ + η0div(−˙→u ) = 0 (1.4)
1Representative Elementary Volume.
2Small strain approximation is taken into account, so  = 1
2
(∇~ut +∇−→u ) this deﬁnition
makes the strain tensor symmetric  = t
2
• Darcy Fluid Constitutive Equation
η0(
−→v pf − −˙→u ) = −K@−→∇(p) (1.5)
1.2.2 For the cracks/interfaces
Here a new curvilinear space variable s along the crack and the tangential unit
vector along the crack −→τ are introduced. The double brackets [[.]] symbolize a
jump of a variable through the crack.
• Darcy ﬂuid constitutive equation
Q = −k(−→∇p.−→τ ) (1.6)
• Fluid volume balance
[[η0(nm)(
−→v pf − −˙→u (nm))]].n(nm) +
dQ(nm)
ds
= −A.[[−˙→u ]]−Bp˙ (1.7)
• Continuity of stress
[[σ@−→n ]] = 0 (1.8)
• Biot-type Constitutive equation
σ@−→n = D@[[−→u ]]− pA (1.9)
In the following, the relative ﬂow vector of the ﬂuid volume η0(nm)(
−→v pf(e)−
−˙→u (e)(nm)) is denoted by −→q .
1.3 Volume balance at nodes
In order to obtain the volumetric ﬂux balance on each node for an arbitrary
crack network, let's denote a topology table that contains the origin O and
extremity E nodes of each crack. The origin nodes give negative ﬂux while





Q(b) +Qe/n = 0 (1.10)
The orientation of the cracks is presented in the domain Ω (Figure 1.1). The
sub-domains of the REV are denoted by
∏
n, n = 1, 2, 3, 4 and the cracks by
Γ(nm) where n is the number of the sub-domain, to which the normal vector of
the crack is inward and m the number of the other. N1 and N2 are denoted the
extremity and origin nodes of crack Γ14. N1 is an external node while N2 an
internal because of their position.
3
Figure 1.1: Domain Ω. Sub-domains, crack orientation, origin and extremity




The porous part is assumed to be homogeneous and the cracks to be periodically
distributed, with a period eY (Figure 2.1), where e is the separation of scales.
The size of the period is supposed to be very small with respect to the sample.
In the following Y denotes the unit cell (REV) Y Γ the cracks and Yp the porous
part in the cell.
Figure 2.1: Periodic medium and unit cell
2.1 Asymptotic expansions, building the BVP in
the REV
The governing equations of the previous section are rewritten taking into ac-
count the separation of scales (Caillerie, 2009)[1]. For the speciﬁc problem, the
primary variables are considered to be the displacement −→u and the pressure p.
We look for the solution of the problem in the form of double scale expansions
~u(e) and p(e).
The primary variables are expanded in the following form :
−→u (e) = −→u (0)(−→x ) + e−→u (1)(−→x ,
−→x
e
) + e2−→u (2)(−→x ,
−→x
e
) + ... (2.1)
p(e) = p(0)(−→x ) + ep(1)(−→x ,
−→x
e
) + e2p(2)(−→x ,
−→x
e
) + ... (2.2)
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Only the ﬁrst term of the series are taken into account for this study.
The expansions of the secondary variables come from the use of the primary
ones in any sort of constitutive relation. Each term is a function of the two space
variables x and y, where y = xe . Using the chain rule for a function φ(x, y) the













Gathering all the expanding equations derived from the above expressions
we obtain the expanded problem, this problem splits in diﬀerent orders of e,
building BVP in REV (Papachristos, 2012)[3].
2.1.1 BVP of u(1)on the unit cell
Considering the problem of u(0) and p(0) to be known, these two variables are




divy(σ(0)) = 0 in Y
σ(0) = C@(x(−→u (0)) + y(−→u (1)))− αp(0) in Y p
[[
−→
t (0)]] = 0 on c−→
t (0) = D@[[−→u (1)(−→x ,−→y )]]−−→Ap(0)(−→x ) on c
+periodicity of u(1) in Y
(2.4)
2.1.2 BVP of p(1)on the unit cell
Considering the problem of u(0) and p(0) to be known, these two variables are




div(q(0)) = 0 in Y p
[[q(0)]].−→n + dQ(0)ds = 0 in Y Γ
+Darcy expansions in Y
+periocity of ∇p(1) in Y
(2.5)
1Darcy equation (Eq. 1.5) is used in the microscale description, it can create confusion due
to the fact that this is an integrated equation which comes from an homogenization problem,
in this project the microscale is represented by the crack network well separated from the
macroscale in which the cacks can not be seen. The Darcy description comes from the water
ﬂow in the pores in a third and smaller scale already taken into consideration as an integrated
equation in the microscale of the present project.
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2.2 Macroscopic model: constitutive law
In this section the integrated expressions of the previous boundary value prob-
lems are presented, the homogenized coeﬃcients can be obtained from numerical
results using these equations.











• Homogenized elastic coeﬃcient











[Cijkhkh(−→pi )]dvy − αij |Y p| (2.9)
2.2.2 Fluid Volume Balance
−→q HOM + δΦ˙ = 0 (2.10)
The Darcy law:
−→q HOM = −KHOM@ ~∇xp(0) (2.11)











Since an homogenoeus solution can not be expected numerical tools are needed.
In this chapter a commercial ﬁnite element software is used in order to ﬁnd
a numerical solution for the two boundary value problems described in the
previous part. Classical PDE problem descriptions are used in the numerical
implementation1 adding in each case the macroscale terms as a linear form in
the weak expression of the virtual power formulation (Eq. 3.1):
∀−→v , a(~u,−→v ) + b(−→R,−→v ) = L(−→v ) (3.1)
a(~u,−→v ) symmetrical bilinear form
b(
−→
R,−→v ) non symmetrical bilinear form with respect to −→R and ~v
L(−→v ) linear form (in the present problem macroscale terms)
A REV of a given crack geometry (Figure 3.1) is considered in order to apply
the numerical model.
Figure 3.1: Crack geometry in a REV (Marinelli, 2013)[2].
1In particular the prototypical parabolic partial diﬀerential equation for the hydraulic




In order to validate the numerical model, a simulation of a one dimensional
simple conﬁguration with one single vertical crack and a macroscopic strain
applied to the axis orthogonal to this crack is carried. As it is possible to prove
that the solution is homogeneous in the grains (sub-domains inside Ω), and the
stress derivatives with respect the direction of the crack are 0 (Eq. 3.8 and
3.9), we can easily ﬁnd the analytical solution to this problem (Eq. 3.16). The
procedure is described and the numerical analogous calculation (Figure 3.2)
presented in the following :
BVP (I):
divy(σ(0)) = 0 (3.2)
σ(0) = C@(x(−→u (0)) + y(−→u (1)))− αp(0) (3.3)
[[
−→
t (0)]] = 0 (3.4)
−→
t (0) = D@[[−→u (1)(−→x ,−→y )]]−−→Ap(0)(−→x ) (3.5)
+periodicity of u(1)on the unit cell (3.6)















We end up with the following equations to solve:

























σ11L = (λ+ 2µ)(L1 + L2)ε
x
11 − λ[[u(1)1 ]]L1+L20 + λ(L1 + L2)εx22 (3.13)
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σ12L = 2µ(L1 + L2)ε
x
12 − µ[[u(1)2 ]]L1+L20 (3.14)
σ22L = λ(L1 + L2)ε
x
11 − (λ+ 2µ)[[u(1)1 ]]L1+L20 (3.15)
For the Lamé constants2, spring constant per unit area in the crack and
applied macro-strain :
λ = 1442 · 106Pa, µ = 961 · 106Pa, k = 1 · 1012N/mm2 and −→ε x = (1; 0; 0)
The following result is obtained for the coeﬃcients of the elasticity matrix:
−→
CH11Analytical = (1, 25 · 109; 5, 38 · 108; 0) (3.16)
Figure 3.2: Numerical result: plot of the micro-scale Von Misses stress ﬁeld.
−→
CH11Numerical = (1, 25 · 109; 5, 38 · 108; 0) (3.17)






2The Lamé constants are chosen according to the values used in a previous work (Marinelli,
2013)[2] and correspond to a clayrock material. The crack elastic constant value is chosen in
order to have a similar contribution to the deformation than the one from the grains. (Range:
1 · 109Pa -1 · 1015Pa) Lower values will make the behavior of the system only dependent on
the crack stiﬀness, higher values will be equivalent to the non crack problem.
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3.1.2 Homogenized coeﬃcients
In this subsection, an REV of the given crack geometry (Figure 3.1) will be
numerically solved with given coeﬃcients in the microscale description in order
to get the homogenized elasticity and Biot coeﬃcients in the macroscale.
The unknown in the numerical simulation is the micro-scale displacement
ﬁeld. In order to obtain the coeﬃcients, it is needed to integrate3 this mi-
croscale numerical solution (Figure 3.3, 3.4 and 3.5).
The porous medium of the grains is assumed to be homogeneous and isotropic
with Lamé constants: λ = 1442 · 106Pa, µ = 961 · 106Pa
Applied homogenized coeﬃcients: −→ε x = (ε11; ε22; ε12),4 p = 0, α = 0
and
−→
A = 0I In the following results, coeﬃcients are presented for a diﬀerent




3, 36 · 109 1, 44 · 109 01, 44 · 109 3, 36 · 109 0
0 0 1, 92 · 109
 =




Thin elastic layer spring constant per unit area: 1 · 1012Pa (Figure3.3)
−→
S H =
7, 48 · 108 4, 93 · 107 04, 93 · 107 4, 26 · 108 0
0 0 4, 88 · 108
 (3.19)
Thin elastic layer spring constant per unit area: 1 · 109Pa [N/mm2]
−→
S H =
1, 08 · 106 84, 5 084, 5 0, 5 · 106 0
0 0 0, 658 · 105
 (3.20)
Thin elastic layer spring constant per unit area: 1 · 106Pa [N/mm2]
−→
S H =
1083 0 00 500 0
0 0 658
 (3.21)
3Using divergence theorem and conservation of momentum the integrated coeﬃcients can
be gotten from the average on the boundary of the REV.
4Three diﬀerent macrostrains are applied in order to determine the solution in all the
degrees of freedom of the elasticity problem.
5Equivalent to very large spring constant in the cracks.
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Figure 3.3: Plots of the micro-scale Von Misses stress ﬁeld [N/mm2]. Thin
elastic layer spring constant per unit area: 1 · 1012 [N/mm2]
12
Applied homogenized coeﬃcients: −→ε x = (0; 0; 0), p = 1, α = 0, 4 and−→








In the following resulting coeﬃcients are presented for diﬀerent values of the
Biot matrix coeﬃcients
−→
A in the thin elastic layer, the thin elastic layer spring
constant per unit area is set to 1 · 1012Pa, anyway this parameter has no eﬀect




















































































6Equivalent to very large spring constant in the cracks.
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Figure 3.4: Plots of the micro-scale VM stress [N/mm2] for the cases with
−→
A < ~α.
Thin elastic layer any spring constant per unit area: 1 · 1012 [N/mm2], −→A = 0I
Figure 3.5: Plots of the micro-scale VM stress [N/mm2] for the cases with
−→
A > ~α.




From the deﬁnition of the hydraulic problem it is shown that the problem on
the cracks and on the grains are independent. Homogeneous solutions for the
micro-scale pressure ﬁeld are obtained for any combination of crack and grain
permeability values. Although analytical solution exist, a numerical simulation
(Figure 3.6) is carried out for the purpose of validation.
3.2.2 Homogenized coeﬃcients
In this subsection, a REV of the given crack geometry (Figure 3.1) will be nu-
merically solved with given coeﬃcients in the microscale description in order to
get the homogenized permeability coeﬃcients in the macroscale.
The porous media of the grains is assumed to be homogeneous and isotropic
with diagonal permeability matrix: k11 = k22 = 1·10−10m/s and the thin highly
permeable layer with k11 = k22 = 1 · 10−7m/s and thickness 0,001 times the cell
size.




2, 986 · 10−10 0
0 2, 324 · 10−10
)
(3.28)
As the solution is known for this particular problem, we expect a homoge-
neous pressure ﬁeld, or in other terms, a constant hydraulic gradient. From the
homogenized coeﬃcients it can be said that the coeﬃcient kH11 is higher than k
H
22
because the crack geometry has more continuous crack paths in this direction
than in the other one. It can also be observed that the homogenized coeﬃcients
have the expected order of magnitude about 3 times the grain permeability for
the x axis and a little bit less for the y axis.
3.3 Discussion of the results
The plots (Figure 3.3, 3.4 and 3.5) present the displacement and stress ﬁeld7 in
the micro-scale, for the case of no cracks or very stiﬀ cracks, very low values of
the displacement are obtained8. This can be explained because without cracks
all the strain is due the macroscale problem.
Despite having isotropic elasticity, both in the grains and in the cracks, the
homogenized solution is not isotropic. This can be put down to the microscale
conﬁguration (Figure 3.1). Looking carefully at the resulting homogenized coef-
ﬁcients, it can be seen that in all cases there is a decrease of the resulting stiﬀness
7Von Misses stress: is a scalar stress value proportional to the distortion energy that can





[(σ1 − σ2)2 + (σ1 − σ3)2 + (σ2 − σ3)2].
8Can be considered a numerical zero.
15
Figure 3.6: Plots of the micro-scale pressure ﬁeld for the macroscale pressure
(1,0) and (0,1)
due to the contribution of the cracks, but if coeﬃcients9 C1111 and C2222 are
compared, for instance in (Eq. 3.19) it can be seen that C1111 is higher than
C2222, 7, 48 · 108 and 4, 26 · 108 respectively. The less stiﬀ behavior in the y axis
can be explained because the crack geometry and orientation and the behavior
can be observed qualitatively in the stress-deformation plots of the numerical
calculation (Figure 3.3). It can also be observed, that the coeﬃcients C1112 and
C2212 are equal to 0, this is because this is an orthotropic case due to the two
symmetries in the crack network.
For a low enough crack stiﬀness a macroscopic behavior independent from
the porous part properties can be observed. If the results from (Eq. 3.20 and
3.21) are compared, a linear dependence between the coeﬃcients and the crack
stiﬀness factor can be found. In the other side, if a very stiﬀ crack is considered,
the macroscopic behavior will depend only on the porous part properties. This
can be observed for values around 1 · 1015 (Eq. 3.18).
9The following Cauchy stress and Biot problem notation is considered:σ11σ22
σ12
 =










In the second part of this project, damage is introduced in the cracks. Dam-
age implies a degradation in the elasticity and permeability coeﬃcients of the
cracks depending on their opening. This chapter focuses on the study of the
nonlinearity. As the nonlinearity comes only from the mechanical problem, the
hydraulic problem is not the object of this chapter, the results obtained here
can be applied in order to solve a hydraulic problem identical to the one in the
previous part (Section 3.2).
4.1 Description of the problem
The description of the homogenized problem is the same as the one in the REV
described in the ﬁrst part of the project (Chapter 2). In the following the added
damage state is deﬁned:










In the non deformed conﬁguration, because there is no opening in the cracks,
λ̂ is equal to zero, with the evolving of the opening the damage parameter λ̂
increases until it reaches the value 1 when the opening is complete. δn and
δt are considered the critical values respectively for the normal and tangential
jump for which the interaction between the two parts becomes zero. For sake of
simplicity in the following no diﬀerence is made between normal and tangential
component of the opening, so the above expression (Eq. 4.1) can be turned into







A constitutive law is introduced:
f(β) =
{
1− 2β + β2, 0 ≤ β1 < 1
0 β ≥ 1 (4.3)




1− 0, 99·(2β − β2), 0 ≤ β1 < 1
0, 01 β ≥ 1 (4.4)
For a kinematic time-history:
t→4g(t) (4.5)









Due to these considerations the problem becomes nonlinear. The nonlin-
earity is due to diﬀerent mechanisms, one is that a priori we don't know if the
damage is going to increase or not. To deal with this the macrostrain should be
applied step by step with little increase between steps. In each step the damage
will be compared to the previous one in order to set the damage for the next step
according to λ(t) = sup
τ≤t
λˆ(τ) . But the calculation in each step is still nonlinear
due to the constitutive law. This requires an iterative method in order to ﬁnd
the solution in each step of the time-history.
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4.2 Numerical model
In order to solve the above problem and taking into account that it is not possi-
ble to deal with the nonlinearities with the commercial software used in the ﬁrst
part of this project, a new numerical code must be used. This code is developed
using Matlab. First of all a ﬁnite element scheme is applied to the two diﬀerent
grain shapes (Figure 4.1) that compose the REV.
Figure 4.1: Two grain shapes geometry and mesh.
The resulting system matrices are assembled in a global system matrix1 (Fig-
ure 4.2) with the appropriate linking conditions between the diﬀerent grains.
The periodicity conditions are applied using the penalization method and ﬁ-
nally one point is ﬁxed using penalization again in order to avoid kinematic
indetermination. The size of this system is [430x430]2.
The constitutive equation (Eq.4.3) for the degradation of the elastic proper-
ties in the cracks must be implemented in the Gauss points of the discretization.
A Gauss-Legendre quadrature is used in order to integrate the function, because
the shape functions used in the ﬁnite element code are linear functions, from
the multiplication of these comes a quadratic function, so two Gauss points
in each element are required in order to integrate it exactly. The appropriate
Gauss-Legendre positions and weights are used (Figure 4.3).
As mentioned in the previous section, appropriate methods should be used in
order to ﬁnd a solution for the nonlinear problem, the nonlinearity coming from
the fact that the damage can only increase is solved using a stepping method
and checking the evolution of the damage in each step (Eq. 4.6).
1As it is usual in ﬁnite element method the system matrix is sparse, this means that it is
almost empty with only some of the values diﬀerent from zero, an optimized strategy to deal
with this in Matlab is to preallocate a sparse matrix in order to avoid the use of memory by
the zero values.
2Note that the dimension of the matrix is twice the number of nodes because the problem
is two dimensional, so each of the nodes has two degrees of freedom.
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Figure 4.2: Resulting matrix of the assembling, plus crack links and periodicity
conditions (penalization method). The positions marked in the plot are the
terms diﬀerent from zero, nz is the number of non zero terms, it can be seen
that the matrix is sparse, it can also be seen that the shape of the matrix is
banded with the coeﬃcients coming from the diﬀerent grain shapes near the
diagonal and further the periodicity and crack links coeﬃcients.
The model is still nonlinear in each iteration due to the constitutive equation
(Eq. 4.8). The secant method (Eq. 4.8) will be used in order to ﬁnd the solution
in each iteration. In the following n is the iteration number for the secant
method3.
xn+1 = xn − xn − xn−1
f(xn)− f(xn−1)f(xn) (4.8)
3The rate of convergence of the secant method near the solution is slower than Newton
method: 1,618 against 2, but Newton method requires the evaluation of both the function
and derivative in each step or twice the function if ﬁnite diﬀerence approximation is used,
while secant method only requires one evaluation. In the present case, as ﬁnite diﬀerence
approximation is used and parallel computing is not taken into consideration, secant method
is faster than Newton method for a given number of steps.
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for k=1:40a
% crack jump on nodes
un1(k)=u(crackgab(k,1));
un2(k)=u(crackga(k,2));




a40 is the number of elements containing at least one lip of the cracks.
bList of the nodes corresponding to each element in the FEM implementation.








an is the number of steps in the time-history.
Figure 4.4: Code for time-history stepping for a ﬁnal macrostrain equal to -0,75
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4.3 Results: homogenized coeﬃcient evolution
4.3.1 Time history: xx applied macroscale strain
A macrostrain x = ( −0, 75 0 0 ) is applied using the stepping procedure
described before. 20 steps are used, the tolerance used to stop the secant method
iterations is set to 1 · 10−6 for the modulus of the vector composed of the in-
cremental jump between iterations on the Gauss points. In the following the
resulting values for the homogenized elasticity coeﬃcients are presented for the
step 0 (no damage)4, step 5, step 10, step 15 and step 20 (ﬁnal state) as well as
the plot (Figure 4.6) of the evolution of these values:
−→
S H(i=0) =
7, 48 · 108 4, 93 · 107 04, 93 · 107 4, 26 · 108 0




5, 87 · 108 3, 53 · 107 03, 53 · 107 3, 92 · 108 0




3, 52 · 108 1, 79 · 107 01, 79 · 107 3, 46 · 108 0




2, 73 · 107 1, 01 · 106 01, 01 · 106 2, 65 · 108 0




0 0 00 2, 61 · 108 0
0 0 0
 (4.13)
4If (Eq. 4.9) is compared with the results of (Eq. 3.19) it can be seen that the values of
~SH are identical to the ones for the no damage situation (step i=0).
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Figure 4.5: Evolution of the damage parameter and constitutive law for all the
Gauss points (numbered from 0 to 80). xx applied time history.
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Figure 4.6: Evolution of the homogenized coeﬃcients for the xx applied time
history
Figure 4.7: Evolution of the number of iteration in the secant method needed
to reach the convergence criteria in each step. xx applied time history.
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4.3.2 Time history: yy applied macroscale strain
A macrostrain x = ( 0 −0, 75 0 ) is applied using the stepping procedure
described before. 20 steps are used, the tolerance used to stop the secant method
iterations is set to 1 · 10−6 for the modulus of the vector composed of the in-
cremental jump between iterations on the Gauss points. In the following the
resulting values for the homogenized elasticity coeﬃcients are presented for the
step 0 (no damage), step 5, step 10, step 15 and step 20 (ﬁnal state) as well as
the plot (Figure 4.9) of the evolution of these values:
−→
S H(i=0) =
7, 48 · 108 4, 93 · 107 04, 93 · 107 4, 26 · 108 0




7, 22 · 108 3, 90 · 107 03, 90 · 107 3, 48 · 108 0




6, 90 · 108 2, 70 · 107 02, 70 · 107 2, 52 · 108 0




6, 45 · 108 2, 20 · 106 02, 20 · 106 2, 18 · 107 0








Figure 4.8: Evolution of the damage parameter and constitutive law for all the
Gauss points (numbered from 0 to 80). yy applied time history.
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Figure 4.9: Evolution of the homogenized coeﬃcients for the yy applied time
history
Figure 4.10: Evolution of the number of iteration in the secant method needed
to reach the convergence criteria in each step. yy applied time history.
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4.3.3 Time history: xy applied macroscale strain
A macrostrain x = ( 0 0 −0, 75 ) is applied using the stepping procedure
described before. 20 steps are used, the tolerance used to stop the secant method
iterations is set to 1 · 10−6 for the modulus of the vector composed of the in-
cremental jump between iterations on the Gauss points. In the following the
resulting values for the homogenized elasticity coeﬃcients are presented for the
step 0 (no damage), step 5, step 10, step 15 and step 20 (ﬁnal state)as well as
the plot (Figure 4.12) of the evolution of these values:
−→
S H(i=0) =
7, 48 · 108 4, 93 · 107 04, 93 · 107 4, 26 · 108 0




6, 93 · 108 4, 07 · 107 04, 07 · 107 3, 79 · 108 0




6, 19 · 108 3, 03 · 107 03, 03 · 107 3, 16 · 108 0




5, 47 · 108 2, 09 · 107 02, 09 · 107 2, 48 · 108 0








Figure 4.11: Evolution of the damage parameter and constitutive law for all the
Gauss points (numbered from 0 to 80). xy applied time history.
29
Figure 4.12: Evolution of the homogenized coeﬃcients for the xy applied time
history
Figure 4.13: Evolution of the number of iteration in the secant method needed
to reach the convergence criteria in each step.
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4.3.4 Discussion of the results: homogenized coeﬃcient
evolution
From the results (Subsection 4.3.1, 4.3.2 and 4.3.3) it can be seen, as it was
expected, that the damage implies a degradation of the homogenized elastic co-
eﬃcients, depending on the combination of the applied macrostrains on the time
history diﬀerent cracks will be aﬀected in a diﬀerent manner (Figure 4.6, 4.8
and 4.11) and consequently the coeﬃcients of the elasticity matrix will evolve
depending on these macrostrains.
From the x-axis applied macroscale strain case (Figure 4.6) it can be seen
that the coeﬃcients5 C11, C12 and C33 are similarly aﬀected but C22 has sig-
niﬁcantly less degradation due to the fact that the more damaged cracks are
not the ones orthogonal to this axis, when the three ﬁrst coeﬃcients are almost
zero, C22 has still more than half of the initial stiﬀness. Similar behavior is
observed in the other time histories, even with a higher diﬀerence between the
coeﬃcients for the y-axis applied macroscale strain due to the continuity of the
cracks orthogonal to this direction.
By comparing the plots of the damage and the ones of the constitutive equa-
tion, (for instance for the y-axis applied macroscale strain (Figure4.8), it can be
seen that the damage parameter increases with the application of the macroscale
strain even for large values, while the constitutive law reaches a plateau for val-
ues of the damage higher than 1. This is the expected behavior when the cracks
are totally broken (Eq. 4.4). From these plots it can also be observed that
the damage and the constitutive equation never decrease, even when some part
breakes and the remaining structure releases stress. These results fulﬁll the def-
inition of damage (irreversible process) (Eq.4.6).
For a very large strain, which also implies high damage, some homogenized
coeﬃcients vanish (see previous paragraph). This is due to the fact that the
structure becomes very weak in some of the degrees of freedom. When this
happens, any increase of strain can be applied in this degree of freedom without
creating additional damage in the non broken bounds, this leads to the behavior
shown (Figure 4.6) with the parameter C11 independent of the strain for a very
large damage.
5For sake of simplicity, in this section Cauchy stress problem notation is changed into:σxxσyy
σxy
 =






4.4 Results: bifurcation phenomena
4.4.1 Inﬂuence of the step size
Same time-history as in (Subsection 4.3.2) is applied in this case using a 2,5
times smaller time stepping, resulting in 50 steps (ﬁgure 4.14).
Figure 4.14: Evolution of the damage parameter and constitutive law for all the
Gauss points (numbered from 0 to 80). yy applied time history. Inﬂuence of
the step size.
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Figure 4.15: Evolution of the homogenized coeﬃcients for the yy applied time
history. Inﬂuence of the step size.
Figure 4.16: Evolution of the number of iteration in the secant method needed
to reach the convergence criteria in each step. yy applied time history. Inﬂuence
of the step size.
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4.4.2 Inﬂuence of the damage limit
Same time-history as in (Subsection 4.3.2) is applied in this case changing the
constitutive equation for one in which the cracks still have 1% of the stiﬀness
when the damage parameter reaches 1 (Eq. 4.4). The same kind of solution
than in the case with the constitutive equation (Eq. 4.3) is obtained (Figure
4.8).
4.4.3 Variation on both the stepping and constitutive law
Same time-history as in (Subsection 4.3.2) is applied in this case using a 5
times smaller time stepping, resulting in 100 steps and changing the constitutive
equation for one in which the cracks still have 1% of the stiﬀness when the
damage parameter reaches 1 (Eq. 4.4) (Figure 4.17).
Figure 4.17: Evolution of the damage parameter and constitutive law for all the
Gauss points (numbered from 0 to 80). yy applied time history. Variation on
both the stepping and the constitutive law.
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Figure 4.18: Evolution of the homogenized coeﬃcients for the yy applied time
history. Variation of both the stepping and the constitutive law.
Figure 4.19: Evolution of the number of iteration in the secant method needed
to reach the convergence criteria in each step. yy applied time history. Variation
on both the stepping and the constitutive law.
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4.4.4 Comparison homogenized coeﬃcients evolution with
diﬀerent time-step size
The same time-history as in (Subsection 4.3.1) (xx applied macrostrain) is ap-
plied in this case together with the cases using 5 and 25 times smaller time
stepping, resulting in 100 and 500 steps (Figure 4.20 and 4.21).
Figure 4.20: Evolution of the homogenized coeﬃcients for the xx applied time
history for a three diﬀerent time-history step sizes: 20 steps, 100 steps and 500
steps.
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Figure 4.21: Evolution of the homogenized coeﬃcients for the xx applied time
history for a three diﬀerent time-history step sizes: 20 steps, 100 steps and 500
steps. Detail of the sudden degradation of the coeﬃcients.
37
4.4.5 Discussion of the results: bifurcation phenomena6
Although this was not one of the targets of this project bifurcation phenomena
will be discussed since they can be observed in the results. Bifurcation occurs
when more than one possible result coexist. When bifurcation occurs a small
change of the parameters of the model produces a sudden change in the solution.
This can be observed in the results (Figure 4.6, 4.8 and 4.11) when the elastic
coeﬃcients drop quickly after a given iteration, this happens when some cracks
increase the opening to a very high value but at the same time other cracks close
because the release of stress produced by the opening of the ﬁrsts. A priory it
is not known which cracks are going to open and which ones to close, and this
result can change randomly (Figure 4.22) depending on the small change on the
parameters already commented. Because of the symmetries of the REV, the two
possible solutions for this bifurcation give as a result the same elasticity coeﬃ-
cients. From the numerical point of view the existence of two diﬀerent possible
solutions can make the iterative methods slower or not convergent due to the
fact that iterative methods can jump from one to the other solutions without
reaching any convergence (Figure 4.19).
For the particular case of this project, after the bifurcation takes place, the
elastic coeﬃcients are degraded very quickly to values near zero, this makes the
system matrix of the FEM model a near singular matrix7. As it is known, the
solution of a system with a near singular matrix will lead to inaccurate results
(Figure 4.22). To deal with this, and in order to observe the diﬀerent solutions
after the bifurcation, the time-history must be stopped immediately after the
bifurcation happens (Figure 4.23).
In order to study the bifurcation, further simulations are carried out (Sub-
section 4.4.1, 4.4.2 and 4.4.3). By decreasing the size of the time-history steps,
it can be observed that the bifurcation doesn't take place suddenly in one it-
eration but, in several bifurcations along several steps (Figure 4.15) until the
damage value reaches 1, after that, the bifurcation splits clearly into two solu-
tions. In order to avoid the instabilities that may be caused by the zero value
of the constitutive equation (Eq. 4.3) a modiﬁed equation with a remaining
1% of stiﬀness for a totally broken crack is introduced (Eq. 4.4) leading to
bifurcation results again. Another simulation combining a smaller time-history
stepping and the modiﬁed constitutive law is presented (Figure 4.17) showing
bifurcation in several steps, but without two clearly diﬀerentiated solutions like
the ones in previous simulations.
From the previous results it can be said that the modiﬁcation of the consti-
tutive equation has not a signiﬁcant eﬀect on the bifurcation triggering, while
the change of the step size can produce a qualitative change on the evolution
of the problem (Figure 4.20 and 4.21), but further research should be done in
order to understand the implication of the diﬀerent parameters.
6This phenomena can also be observed in experimental results named as strain localization.
7Or what is the same, the diﬀerence between the minimum and the maximum eigenvalues
of the matrix is very large. Also due to the fact that penalization method is used both for
the periodicity conditions and to avoid the kinematic indetermination, this will provide the
maximum eigenvalue, while the most damaged cracks will provide the minimum.
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Figure 4.22: Result for the last step of the calculation for a time history
macroscale strain (-0,75 0 0), time history applied in 20 and 22 steps. It can be
seen that the ﬁnal results has two possible conﬁgurations. Because the system
is near to be a mechanism the solution is not accurate.
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Figure 4.23: Result for the last step of the calculation for a time history
macroscale strain (-0,49 0 0) time history applied in 10 and 11 steps. It can be




This work has started with the numerical resolution of an homogenized prob-
lem in a REV of a cracked poroelastic medium. The numerical results of the
mechanical problem show an heterogeneous solution due to the coupling be-
tween porous media and cracks, while for the hydraulic problem the solution
is homogenous, therefore no numerical tools are needed for the resolution of
the hydraulic problem. From the solution of those problems the homogenized
coeﬃcients can be obtained. The coeﬃcients introduced in the microscale are
isotropic, however in the macroscale the problem becomes orthotropic due to the
crack geometry used in the REV. In a second part of the work damage on the
cracks is considered, damage depends on the opening of the cracks and implies
a degradation of the coeﬃcients in the microscale problem. Using numerical
methods for nonlinear problems an evolution of the homogenized coeﬃcients is
obtained for a time-history of applied strain. In some point of the time-history





Because the solution presents bifurcation phenomena for large damage values,
and this is constricted by the size of the REV, a further research concerning
the inﬂuence of the REV size to the evolution of the homogenized coeﬃcients
can be done. Since a bigger REV means a lower constriction to the possible
failure mechanisms a lower strain value for the sudden degradation triggering is
expected for increasing sizes of REV.
The obtained homogenized coeﬃcients can be used in any real scale ge-
omechanics or engineering problems, or in a more general sense, any problem
of material science concerning cracked poroelastic media with deformation and
ﬂuid ﬂow. Therefore, further research including the study of the microscale con-
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Appendix A











-down(u)) +sys1.Tdef22* test(up(v)-down(v)))) +bco.crt*d* (sys1.Tdef11*test(up(u)




+(ht.k_eﬀyx*(Tx+c) +ht.k_eﬀyy*(Ty+d))*test(Ty))*ht.ds a*( ht.k_eﬀxx*(Tx+a))
+b*( ht.k_eﬀyy*(Ty+b))
Thermal/hydraulic problem cracks
-((ht.k_eﬀxx*(TTx+a) +ht.k_eﬀxy*TTy)*test(TTx)
+(ht.k_eﬀyx*TTx+ht.k_eﬀyy*(TTy+b))*test(TTy))*ht.ds
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